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7 - The block is easily 
dismantled for easy 
maintenance or repair.

6 - Hanging line connection.
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5 - Connection with line tie.
S.steel inserts are available 
for shackle or snap-shackle.

4 - Side rubber protection.
These can be easily 
replaced in case of wear or 
damage.

3 - Hard anodized and teflon 
coated revolving 
cheekplates.

2 - Safety ball to stop the 
block from opening with 
adjustable screw to set the 
ball on locked position.

1 - High strength resin 
sheave with Composite 
Fibre main bearing and 
double side Ball Bearing.
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WORKING LOAD BREAKING STRENGTH

R FOR SHACKLE ØWEIGHTWSHEAVE Ø MAX LINE Ø

9040

9060

MODEL

40 mm

60 mm

12 mm

14 mm

700 kg

1300 kg

1400 kg

2600 kg

0.10 kg

0.23 kg

6 mm

8 mm

SNATCH BLOCKS



SNATCH BLOCKS 
SERIES COMPOSITE FIBRE 

 

The cheekplate revolves around the sheave 
axle allowing the block to open; a safety 
pin, which engages automatically on 
closing, stops the block from opening 
accidentally. The block can be attached 
with webbing or better still with a fine 
highly resistant line made of material such 
as Kevlar or Spectra. 

Materials: high-strength 
resin (HRM) is used for 
sheaves, cheekplates are 
hard anodized alloy, 
structural pins are high-
strength stainless steel (17-4-
PH).  
These models will be 
connected with line.  

 MODEL 
Ø LINE 

mm 
D 

mm 
W 
kg 

R 
kg 

WEIGHT 
kg 

908.095 16 90 2500 5000 0.33 

908.125 20 120 4500 9000 0.90  
 

 

SPECIAL 
CONNECTIONS 
 
Model /SH is supplied 
with a shackle: a 10 mm 
shackle on D=90 and a 12 
mm shackle on D=120. 
 
Model /SN is supplied 
with an HR Wichard snap 
shackle: mod. 2476 on 
D=90 and mod. 2478 on 
D=120. 

 


